Customized to your needs, FURUDA technology surpasses its
e competitors in durability and convenience. Tap the energy.



TECHNICAL SPECIFICATION OF FURUDADEEP CYCLE BATTERIES

Nominal Capac:ty (AH) @ 25°C DlmenSIons Weight Electrolyte
Type without Volume
20Hr | Length| Width | T. Height electrolyte (L)
(KG)
EB35 12 135 10.2 2.5
EB50 12 50 65 245 174 250 14.8 4.2
EB60 12 65 85 304 174 241 17.5 5.2
EB100 12 100 125 409 173 253 24.2 7.7
EB120 12 120 150 505 182 252 26.0 9.5
EB140 12 140 175 508 222 252 32.4 11.0
EBT180 12 180 225 525 281 260 39.0 14.3
62511 12 100 125 349 175 290 22.2 11.0
62512 12 100 125 349 175 290 22.2 11.0
62647 12 100 125 349 175 290 22.2 11.0
60013 12 100 125 270 265 227 18.4 9.0
6TN 12 100 125 270 265 227 18.4 9.0
W25 12 140 175 513 223 223 24.0 10.0
4DTL 12 140 175 513 223 223 24.0 10.0
GC2* 6 175 220 262 181 274 23.4 5.0
EB175* 6 175 220 262 181 274 23.4 5.0
EBC140 6 140 175 265 184 299 22.0 6.4
EBC200 6 200 245 245 174 299 7.8 5.6

*available also in absorbed glass mat (AGM) version, maintenance free.
TECHNICAL SPECIFICATION OF FUKUIDAGOLF CART BATTERIES

Nominal Capacity (AH) @ 25°C Weight Electrolyte
without

Type Voltage Volume
W o eng w7 g o]

GC2-105 6 185 225 261 181 288 21 5.7
GC2-125 6 195 240 261 181 288 23 5.6
GC2-145 6 215 260 261 181 288 24 5.5
GC8-875 8 145 170 264 183 288 22 5.8
GC8-890 8 155 190 264 183 288 25 5.2

Dimensions tolerance +/- 3mm. Weight tolerance +/- 0.2kg
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