


 

TECHNICAL SPECIFICATION OF MSE SERIES BATTERIES 

Type 
Nominal  
Voltage 

(V) 

Capacity (AH) @ 25oC, 
 

1.75V/Cell 
Dimensions Weight 

(KG) 
Figure 

Reference 

1Hr 3Hr 5Hr 8Hr 10Hr Length Width Height T. Height 

MSE-33 12 18.3 25.0 28.2 30.5 33.0 196 131 155 160 10.9 1 

MSE-55 12 32.0 43.0 47.5 51.2 55.0 228 137 208 211 18.5 1 

MSE-75 12 46.0 59.0 65.0 70.0 75.0 259 168 208 211 21.5 1 

MSE-88 12 49.0 67.0 76.0 82.0 88.0 259 169 208 211 26.0 1 

MSE-88 12 49.0 67.0 76.0 82.0 88.0 307 169 208 211 27.0 1 

MSE-110 12 70.0 92.0 105 108 110 330 172 214 219 32.2 1 

MSE-110 6 70.0 92.0 105 108 110 195 170 206 209 16.5 2 

MSE-150 6 100 122 135 142 150 260 180 242 245 26.0 2 

MSE-200 6 125 160 175 187 200 318 170 222 225 31.0 2 

MSE-200 
(SS200-4) 

4 125 160 175 187 200 260 182 295 300 30.0 3 

MSE-150 2 90.0 115 130 146 150 172 102 205 227 13.0 3 

MSE-200 2 112 152 172 192 200 172 106 330 365 15.0 3 

MSE-300 2 168 228 258 288 300 172 150 330 365 22.0 3 

MSE-400 2 224 304 344 384 400 210 175 330 365 27.0 3 

MSE-500 2 280 380 430 480 500 241 175 330 365 36.0 4 

MSE-600 2 336 453 516 576 600 301 175 330 365 38.0 4 

MSE-800 2 448 608 688 768 800 401 175 330 365 72.0 5 

MSE-1500 2 840 1130 1290 1440 1500 400 350 345 380 113 6 

MSE-2000 2 1120 1520 1720 1920 2000 490 350 345 380 143 6 

MSE-3000 2 1680 2280 2580 2880 3000 710 350 345 380 216 7 

 Dimensions tolerance +/- 3mm. Weight tolerance +/- 0.2kg 

 Flame retardant UL94:V0, available upon request. 

 Approved for transport by air. 
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